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Note:
Material:
 Insulator : Nylon 6/6 ,UL 94V-2  Color:Nature
 Contact : Brass
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A=2.54(.100")xNo.of Spaces
B=A+2.54(.100")

Ordering lnformation:

Recommended Hole Pattern

2P
3P

5P
6P

4P

8P
7P

12P

14P

16P
15P

13P

10P
11P

9P

circuits Number of 

1

2(3.4)
2(4.4)

3(3.3.3)

2(3.3)

1
1

1

4(3.3.3.3)
3(4.3.4)
3(3.3.4)

4(4.3.3.4)
4(3.3.3.4)

5(3.3.3.3.4)
17P 5(4.3.3.3.4)

18P

19P
20P 6(4.3.3.3.3.4)

6(3.3.3.3.3.4)
6(3.3.3.3.3.3)

5(3.3.3.3.3)

split lock(Order)
circuits circuitsNumber of 

split lock(Order)
Number of 

split lock(Order)

1. No.of circuits
2. Plating:

0= Tin plated 120μ"min. over 30μ" min. Nickel underplating overall
U= Gold flash over 30μ" min. Nickel underplating overall

2.54mm(.100")Pitch Right
Angle Header

ES121202 Change the depth of base bottom gap

2571P ** H * 00
            1      2

2.540±0.050 Ø1.200

3.40 3.94

8.
82

2.
54

3.
82

6.
6

0.640

TYP.

A±0.30

B±0.30

H 2016.09.30ES160911 Change the drawing frame

I 2022.07.13

2.54±0.20

ES220712 B2 Area Correct tolerance:
2.540±0.10→2.54±0.20

J 2022.11.08ES221103 Add:Electrical performance

Specifications:
     Current rating: 3A AC DC
    Voltage rating: 250V AC DC
    Temperature rating: -40°C~+105°C

3.
02

6.
96

1.46

Add:A-4area:3.02;B-4area:6.96;C-5area:1.46
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